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WellDone Textured Oak Decking
Premium Oak Square Edge Thermo-Treated Textured Decking Boards

WellDone Premium Oak decks are made from 
real hardwood - thermo-treated American Oak, 
which is durable due to our thermo-treatment 
process for 25 years with no any chemicals 
added. 
Thermo-treated hardwood decks are highly 
superior to any other decking materials in the 
market. Thermo-treated hardwood is a natural 
pure wood material, which was treated under 
extremely high temperatures 400 degree F. The 
main reason for thermo-treated woods’ durability 
and stability is the natural molecular changes that 
occur when wood undergoes the targeted 
temperatures during the process. More 
specifically, the polysaccharides (food for fungi) 
are removed during this high temperature stage, 
which dramatically increases durability. Also, the 
wood substantially reduces moisture related 
shrinking and swelling.  
WellDone decks are carefully milled for uniformity 
and the surface is wire brushed to accent the 
beauty of wood grain and to make a textured anti-
slip surface. 
The thermo-treatment process enhances the 
woods color and changes cells structure (like 350 
year old lumber) creating an even brown tint that 
is consistent beyond the surface. Chemicals are 
never used during the thermo-treatment process, 
so the material remains environmentally safe. You 
and your children can walk barefoot across a 
thermo-treated wooden deck with certainty and 
peace of mind that the surface is free from 
harmful chemicals. 

• Manufactured using chemical free techniques (no chemicals added) 
and 100% recyclable  

• Wood becomes naturally durable for 25+ years (we offer a 25 year 
limited residential warranty) 

• Dimensional stability increased 5-10 times  
• Product requires less maintenance cost 
• Reduced warping and cracking 
• Light in weight 
• This Oak decking has attractively accented wood grain patterns and 

even brown coloring of walnut wood that is consistent to the center of 
the wood  

• Precise manufacturing: using strict quality control measures and only 
the best selected wood of top quality, WellDone decking is carefully 
milled for uniformity 

• The surface is wire brushed to accent the beauty of wood grain and to 
make a textured anti-slip surface 

• Reduced combustibility (Class B fire rating) 
• Resistant to termites 
• Versus pressure-treated softwood: WellDone is 100% Green product, 

doesn’t crack, shrink and swell 
• Versus composite: WellDone is not overheating under sunlight and it is 

a real wood 
• Versus exotic woods: WellDone is much lighter in weight, easier to 

work with, more stable in sizes and better in appearance 
• WellDone decks are priced at the same level as composite decks, 

cheaper than exotic, and more expensive than pressure-treated pine 
decks.  

• It is strongly recommended to oil hardwood decks with any outdoor oil 
with UV protection  

• Our product requites LOW maintenance due to its dimension stability, 
but do not consider it as a NON maintenance product 

• Janka Hardness – 1,300 Lb 
• Weight - 3.0 Lb/SF

5/4” x 6” x RL(6, 7, 8, 9, 10, 11 and 12 ft.)  
• Net size: 15/16” thick x 5.375” wide 
• SKU # 11170-11176 
• 10” sample is available 
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WellDone S4S Boards
Clear Thermo-Treated Poplar S4S Boards

Thermo-treated Poplar S4S Boards are a great way to 
update your space indoors and outdoors and highlight 
the special care that has gone into your property.  
Thermo-treated wood is a natural pure wood material, 
which was treated under extremely high temperatures 
400 degree F. Due to the molecular changes that occur in 
the process, wood becomes durable and stable for at 
least 25 years even in outdoor applications (doesnÕt 
shrink and swell, reduced warping and cracking under 
changing moisture conditions).  

The thermo-treatment process enhances the woods color 
creating an even brown tint that is consistent beyond the 
surface. Chemicals are never used, so the timber is 
100% Green. 

Thermo-treated S4S boards add character and warmth to 
any residential or commercial application. Usage of 
thermo-treated hardwood increases the value of your 
home or business estate. 

Use our Thermo-treated Poplar S4S Boards indoor and 
outdoors, even in bathrooms and in other high humidity 
areas, use them for home design and for commercial 
applications, use them as decoration, or for construction, 
for cabinetry work, shelve frames, deck and other 
utilitarian uses. Our boards are also great as a trim for 
other thermo-treated products like 3D Holey Wood wall 
panels or Holey Wood Reclaimed wood ceiling tiles. 

¥ Premium clear American Poplar for enhanced quality and 
walnut-like appearance 

¥ The wood is a natural material; each board will vary in wood 
grain and appearance, which provide you with a truly a unique 
work of art 

¥ Straight, uniform grain that is easy to work with and great for 
utility applications 

¥ Smooth surface requiring minimal labor time and costs for any 
application 

¥ Wood is stainable in any color (it is recommended to use clear 
finish to accent a natural beauty of wood grain) 

¥ Due to dimension stability of thermo-treated wood, the product 
requires less maintenance 

¥ We provide a 25 years warranty against decay even for 
outdoors applications for thermo-treated wood 

¥ Our wood is naturally resistant to termites 
¥ Our Thermo-treated Poplar S4S Boards have a walnut wood 

brown color throughout the wood (same color inside and 
outside) 

¥ Thermo-treatment gives the wood a Class B Fire Rated (better 
than non-treated wood, which is rated as a Class C) 

¥ Our Thermo-treated Poplar S4S Boards are 100% natural and 
Green - no chemicals used for thermo-treatment 

¥ The weight of Thermo-treated wood is about 30% lighter in 
weight than non-treated wood  

¥ Very easy and clean cuts and millwork (see our 
recommendation for working with thermo-treated wood 
outdoors)

1” x 2” x 8 ft. 
• 8 pc. in a Pack (64 LF) 
• Net size: 0.75” x 1.5” x 94” 
• SKU # 11152 

1” x 3” x 8 ft. 
• 8 pc. in a Pack (64 LF)  
• Net size: 0.75” x 2.5” x 94” 
• SKU # 11153 

1” x 4” x 8 ft. 
• 8 pc. in a Pack (64 LF) 
• Net size: 0.75” x 3.5” x 94” 
• SKU # 11154

1” x 6” x 8 ft. 
• 8 pc. in a Pack (64 LF) 
• Net size: 0.75” x 5.5” x 94” 
• SKU # 11156 
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WellDone Poplar Siding
Premium Hardwood T&G V-joint Thermo-Treated Poplar Siding

WellDone Premium Poplar Siding made from real 
hardwood - thermo-treated American Poplar, which 
is durable due to our thermo-treatment process for 
25 years with no chemicals added. 
Add character and visual texture to your homeÕs 
exterior with thermo-treated hardwood siding. 
Boasting a stunning look and superior quality, this 
siding will enhance your homeÕs curb appeal.  
Thermo-treated hardwood is a natural pure wood 
material, which was treated under extremely high 
temperatures 400 degree F. The main reason 
thermo-treated woodsÕ durability and stability is the 
natural molecular changes that occur when wood 
undergoes the targeted temperatures during the 
process. More specifically, the polysaccharides 
(food for fungi) are removed during this high 
temperature stage, which dramatically increases 
durability. Also, the wood substantially reduces 
moisture related shrinking and swelling.  
The thermo-treatment process enhances the woods 
color and changes cells structure (like 350 year old 
lumber) creating an even brown tint that is 
consistent beyond the surface. Chemicals are 
never used during the thermo-treatment process, 
so the material remains environmentally safe. You 
and your children can touch thermo-treated wood 
siding with certainty and peace of mind that the 
wood is free from harmful chemicals. 

¥ Manufactured using chemical free techniques (no chemicals 
added) and 100% recyclable  

¥ Wood become naturally durable for 25+ years (we offer a 25 year 
limited residential warranty) 

¥ Dimensional stability increased 5-10 times  
¥ Product requires less maintenance cost 
¥ Reduced warping and cracking 
¥ Light in weight 
¥ This poplar siding has attractively accented wood grain patterns 

and even brown coloring of walnut wood that is consistent to the 
center of the wood  

¥ Precise manufacturing: using strict quality control measures and 
only the best selected wood of top quality, WellDone siding is 
carefully milled to T&G V-joint profile for uniformity, making it 
easier to install 

¥ Reduced combustibility (Class B fire rating) 
¥ Resistant to termites 
¥ WellDone wood siding is highly superior to any other siding 

materials in the market. Versus pressure-treated softwood: 
WellDone is 100% Green product, doesnÕt crack, shrink and 
swell 

¥ Versus plastic: WellDone is a real wood 
¥ Versus exotic woods: WellDone is much lighter in weight, easier 

to work with, more stable in sizes and better in appearance 
¥ The bundles have a set square foot tally (90 linear ft. which 

covers approx. 37.5 sq. ft.), and are random lengths 6 ft. (72 in.) 
to 11 ft. (132 in.) 

¥ Janka Hardness Ð 600 Lb 

1Ó x 6Ó x RL (6 - 12 ft.) 

¥ 90 LF in a bundle  
¥ Net size: 3/4Óthick x 4.5Ó wide (coverage) 
¥ SKU # 11179 


